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Gas Kettle  s=iiy 1ype

Suitable for the large amount of cooking!

Can Cook = Sautéing /Boiling / Soup
Able to select the material for the inner kettle among Aluminum, Stainless Steel, Cast Iron

<l Model : GHSL Features of GHSL & GHSL DRAINAGE TYPE
* Simple construction, easy installation!

* Able to adjust fire by one cock!

* No need of electricity!

* Equipped with automatic ignition device!

* Equipped with flicker out protection!

* Able to increase iron of food with using

a cast iron inner kettle
* Easy to take out the food with the tilting
operation!

q GHSL Bottom Drainage Type
, Features of GHSL DRAINAGE TYPE
* Cleaning water can be drawn through the valves
located in Bottom of the
kettle and flow to drainage,

without being dropped

on the floor.

Able to correspond to l

all the sizes for GHSL
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Specifications
° Capacity ° Size ° Gas consumption ° "
Model o (iter) o WXDXH ¢ KW(LPG:ke/h, C.G.:kcal/h) o ©8Sconnection

[ ] [ ] [ ] [ ] [ ]

[ ] [ ] [ ] [ ] [ ]
GHSL-23 o 36 . 1200%826x 1530 . 23.3(1.67, 20,000) . 20A
GHSL-26 55 . 1320%x906x 1645 . 23.3(1.67, 20,000) . 20A
GHSL-28 o 80 . 1350%x946x 1700 . 37.2(2.67, 32,000) . 20A
GHSL-30 110 o 1430%1020x1765 . 37.2(2.67, 32,000) . 20A
GHSL32 140 o 1450%1036x1835 . 50(3.58, 43,000) . 20A
GHSL35 190 e 1566x1140x2015 . 50(3.58, 43,000) . 20A
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Safty Type

Suitable for the large amount of cooking!

Can Cook ~ Frying/Boiling / Soup

ood with the
tilting operation!

Features of GHSEF-II

* Oil or cleaning water can be drawn through the
valves located in front of the kettle and flow
directly to oil tank or

drainage, without being

dropped on the floor.
Specifications
Model : Sien WDXH S W(LPG kg GO Keam) § ©as connection
H H H H H
GHSF-23, GHSF-I-23 36 1200x826X 1530 18.0(1.29, 15,500) 20A
GHSF-26, GHSF-I-26 55 1320x906X 1645 18.0(1.29, 15,500) 20A
GHSF-28, GHSF-I-28 80 1350x946X 1700 30.0(2.15, 25,800) 20A
GHSF-30, GHSF-II-30 110 1430x1020x1765 37.0(2.65, 31,800) 20A
GHSF-32, GHSF-II-32 140 1450x1036x1835 46.5(3.32, 40,000) 20A

GHSF-35, GHSF-II-35 190 1566%1140%x2015 46.5(3.32, 40,000) 20A



